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Bare Hybrid Probing

Automatic test stand

Continuity test over 500

points

Shorts test on order of

(types of pad)! points

Time to align = 20 min

Time to test = 3 hr

(automated so person

just has to observe)

I
lGND P41 oD [PrA [ora7Er0) |

Probe Station ECS-18
TYPE PAD TYPE PAD Resistance Manual

GND 4t JoNb otz [ o
[GND W4t JoNb o2z | o |
[GND o4t JoNb o | o |
[GND |4t JoNb Jcka | A |
[GND W4t JoNb Jotiz | A |
[GND |4t JoNb o2z | o] |
[GND o4t JoNb [c2iz | o |
[GND |4t JoNb Jozez | A |
[GND P4t JoNb Joatz | A |
[GND |4t JoNb ooz | o |
[GND |04t JoNb JoAlz | A |
[GND |04t JoNb [okez | A |
[GND |04t JoND [oslz | A |
[GND |04t JoND [osez | o |
[GND—[Jpat JoND Jostz | o |
[GND P4t JoND [osez | 5 |
[GND |04t JoND Jc20tz | A |
[GND )P4t JoND o202z | A |
[GND |04t JoND [cattz | o] |
[GND P4t JoND [c2i22 | 3 |
[GND )P4t JoND [ozotz | o] |
[GND |4t JoND [co222 | A |
[GND )P4t JoND [oa3tz | A |
[GND P4t JoND o232 | A |
[GND P41 JGND [CONNT7| o] |
[GND—[JP41JGND [CONNT8] o] |
[GND—[JP41_[GND [CONNT.1] 1] |
[GND_—[JP41_[oND [CONNT2] o] |
[GND—[JP41_JoND [CONNT2f o] |
[GND_—[JP41JoND [CONNT3d o] |
[GND—[JP41_[GND [CONNTA| 0] |
[GND_—[JP41[oND [CONNTAd 1] |
[GND —[JP41|GND [CONNAg 0

Excel spreadsheet
output



Stuffed Hybrid Test Stand

* Test stand with purple card working!
* Yet to be done

— Build interface for logic analyzer

— Learn how to debug with logic analyzer

L2A output from
test stand
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